
Lacron Grange is an energy effi cient, 
high performance swimming pool pump

SECONDARY

SEAL

PROTECTION

* Conditions Apply

 * Please refer to Lacron’s warranty terms and conditions

E n g i n e e r i n g  E x c e l l e n c e

Pool and Spa Pumps

Lacron, Europe’s leading 
manufacturer of quality 

pool and spa equipment

◆ Patent Pending
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E n g i n e e r i n g  E x c e l l e n c e

Pool and Spa Pumps

Distributed by:-

TROUBLE FREE PERFORMANCE
075, 100, 125 and 150 motors with double insulated 
water circuit, IP44 rated and 303 grade stainless 
steel shaft for long life and high performance. 

BUILT TO LAST
Strong, glass fi lled UV resistant thermoplastic body 
will give you years of service. 

QUALITY YOU CAN RELY ON
Secondary seal◆ for extra protection of pump motor 
against water contact.
  
LOW OPERATING COST
Effi cient hydraulic performance shortens run times, 
reducing power consumption.

Lacron Grange pump performance chart
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Flow Rate (lpm)
100  200  300  400

75 100 125

150

 Model No. Flow Rate (lpm)  Nom.  kW  Amps  Total Motor
 Grange 8m   10m HP   Length Frame

 075  190  154  0.75  0.61  2.80  536  63

 100  251  205  1.00  0.82  3.60  559  71

 125  295  241  1.25  0.88  3.90  559  71

 150  332  272  1.50  1.09  4.90  580  83

 
 Inlet/Outlet Strainer basket size

 40mm 1.5 L

Secondary Seal -
For extra protection of the pump motor.

Clear basket lid - ease in identifi cation 
of cleaning requirements

High grade carbon/graphite
mechanical seal with 316
stainless steel spring assembly

High performance motor:
• Double insulated water circuit 
• IP44 rating
• Motor shaft 303 grade stainless steel.
• Fan cooled.
• Thermal overload protection

Strainer basket –
captures debris and
protects the pumps
impeller

Pump body -
glass fi lled thermoplastic

Drain plugs Impeller/diffuser-
glass fi lled Noryl.

SYDNEY:- 36 South Street, Rydalmere, NSW 2116, Australia. 
Tel: +61 2 9898 8686 Fax: +61 2 9898 1754

AUCKLAND:- 7 Industry Road, Penrose, Auckland 1061, New Zealand.
Tel: +64 9 525 7570 Fax: +64 9 525 6580

Stable support 
base

Quick connect barrel 
unions for UPVC pipe
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